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Stykliste /
Parts list

DA: Dele til samling af kejesengen kan ses nedenfor. Der er behov for at anvende en skruetraekker. For demonte-
ring start fra enden.

EN: Parts for the assembly of the bunk bed can be seen below. Additionally, there is a need to use a screwdriver.
For disassembly start from the end.

o Frop x1/

Square plug x1

Gavl 1040 mm x1/
Headboard 1040 mm x1

o Side gavlx3/
Side board x3

‘Gavl 1650 mm x1/
Headboard 1650 mm x1
Gavl 1260 mm x1/
Headboard 1260 mm x1

Trin x2 /
‘Step X2
e>€ngeramme x2/
Bed frame x2

Sengebund x6 /
Bed base x6

‘Sidebord x1/
Side table x1

=Gav| 610 mm x1/
Headboard 610 mm x1

(o  MSx12 x16

DI M8x45 x24

I Mé6x35 x4
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M6 x4
(-  M5x12 x8
< e x1
R

x2
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Step 1:

DA: Sengebunden ligges ovenpa sengerammen og fastgeres med 8 spankruer M5x16.

EN: Then the bed base are attached to bed frame. Use 8 screws M5x16.

Step 2:

DA: Fastger gavl 1260 mm og gavl 610 mm til sengeramme. Brug de farste huller fra bunden.

EN: Attach headboard 1260 mm and headboard 610 mm to the bed frame. Use the first holes from the bottom.
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Step 3:
DA: Side gavlen monteres til gavl 1260 mm gennem hul nr 10 talt fra bunden. Ligeledes fastmonteres side gavlen
til sengerammen via hul nr. 2.

EN: The side board is fastened to headboard 1260 mm though hole no. 10 counted from the bottom. Furthermore,
the side board is fastened to the bed frame throuah hole no. 2.
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Step 4:

DA: @verste kaje samles inden den fastgeres til nederste kgje.

EN: The upper bed is assembled before attaching it to the lower bed.
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Step 5:

DA: Derefter monteres sengerammen til gavl 1650 mm og gavl 1040 mm. Gavl 1650 mm monteres via hul nr. 11
og gavl 1040 monteres via hul nr. 1. Hullerne tzlles fra bunden.

EN: The bed frame is fastened to headboard 1650 mm and headboard 1040 mm. Headboard 1650 mm is fasted
through hole no. 11, and headboard 1040 mm is fasted through hole no. 1. The holes are counted from the bottom.
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Step 6:

DA: Gavl 1650 mm og gavl 1040 mm fastgeres yderligere til sengerammen.

EN: Headboard 1650 mm and headboard 1040 are further attached to the bed frame.
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Assembly instruction

Step 7:
DA: Side gavlen fastgares til gavl 1040 mm og sengerammen. Brug hul nr. 2 ved sengerammen og hul nr. 6 til gavl
1040 mm.

EN: The side board is attached to headboard 1040 mm and the bed frame. Use hole no. 2 on the bed frame, and
hole no. 6 on the headboard 1040 mm.

Step 8:
DA: Qverste dek af sebfeb placeres pa nederste del, pa sidegavlen og gavl 1260 mm, som vist nedenfor. Veere

opmarksom pa at gverste kaje ikke er fastspaendt pa nederste. Dette sker i et senere trine.

EN: The top part of the bunk bed is placed on the lower part. Placed on side board and headboard 1260 mm, as
shown below. Be aware that the top bunk is not fastened to the bottom. This will happen in a later step.
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Step 9:

DA:Trinene fastgeres til gavl 1650 mm via hul 4, 6, 7 og 8 talt fra bunden. Anvend mableskrue M6x35 og mableho-
ved M6 til monteringen.

EN: The steps are attached to headboard 1650 mm through holes no. 4, 6, 7, and 8 counted from the bottom. Use
furniture screw Méx35 and furniture head M8.
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Step 10:

DA: Sidebordet sgttes under trinet, da dette ogsa benyttes som et trin.

EN: The side table is placed under the step, as this can be used as a step.
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Step 11:

DA: Hvis sidebordet gnskes fastmonteret kan dette gores med beslaget. Her anvendes 4 selvskaerende skruer.
Bemaerk dette efterlader permanente huller i stellet.

EN: If the side table should be mounted this can be done with the bracket. Use 4 self-tapping screws. Please note
this leaves permanent holes in the frame.
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Step 12:

DA: Fastger gverste seng med nederste seng med beslaget. For fastgerelse af beslaget til side gavlen anvendes

selvskaerende skruer. Yderligere anvendes der spandskruer (M5x12) for fastgerelse i sengebunden. Beslaget place-
res som vist pa tegningen.

EN: Attach the upper bed with the lower bed by using the bracket. To attach the bracket to the side board use the

self-tapping screws. In addition, clamping screws (M5x12) is used for attachment to the bed base. Place as shown
below.
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Step 13:

DA: Sengen er nu klar til montering af valgte afskeermninger. Se vejledning ” Montering af afskeermning” for
montering af disse. Det anbefales at fastgare sengen til veeggen inden brug.

EN: The bed is now ready for mounting on selected guards. See guide “ mounting the guards” for mounting these.
It is recommended to attach the bed to the wall before use.

www.hojermobler.dk/ 9 of 9 RoomMe



